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EBP 350
overall width 660 mm

Single-belt press
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SBP 820SBP 820

EBP 1200EBP 1200
Technical modifications reserved!

Stainless steel design with plastic bearing housings

Single-belt press EBP 350 Inclined haulage SA

Nominal capacity (depending on kind of fruit
and operating conditions) ..................................................up to 300 kg/h
Yield ...................................................................................................up to 70 %
Belt width .............................................................................................350 mm
Belt length ........................................................................................ 4900 mm
Operative width .................................................................................240 mm
Charging heigh (infinitely variable) ..................................0 - 50 mm
Belt speed .............................................................................................2 m/min
Contact time..............................................................................................1 min
Driving motor ............................................................0,37 kW/400 V/50 Hz
Water consumption ..........................2 liters per minute of operation
Weight .......................................................................................................350 kg

Capacity ......................................up to 1000 kg/h
Filling heightof washing tank .........755 mm
Chain width ..............................................235 mm
Discharge height:
Fruit .............................................................1775 mm
Mash ..........................................................1265 mm
Dimensions:
Overall length without crusher ....1870 mm
Overall lenght with crusher ...........2105 mm
Overall width .......................................... 660 mm
Overall height ...................................... 2055 mm
Driving motor .......... 0,37 kW / 400 V / 50 Hz
Weight without crusher ..........................55 kg
Weight with crusher ...............................100 kg
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dosing box

main press roll

deflection roll

secondary press roll

driving roll

stripping unit

marc ejection

belt regulation

juice outlet trough

belt cleaning device

washing water outlet

belt tensioning device
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3 0 0  k g / h
Apples, pears,
kiwis, etc

EBP 350
Single-belt press

70 % of juice /
minimum cloudiness

top juice quality (flavour/freshness of taste)
and yield
fully automatic and continuous operation
easy operation, good accessibility,
quick cleaning
compact design (easy to move in,
ground erection, easy to stow away)
delivered complete and ready to plug in,
optionally for 400 / 230 V
optimum price-performance ration,
long service-life, high stability of value
absolute safety and
CE conformity
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General advantages

Modular design
providing a variety of uses, such as:

1

inclined haulage alone
for washing / handling = charging of existing fruit crushers

inclined haulage with attached centrifugal crusher RM2,2
for washing / handling / crushing = for downstream distillery or press

inclined haulage with attached centrifugal crusher RM2,2
and downstream single-bel press EBP 350
= the overall solution for fruit pressing

also suitable for cleaning of small fruit
(plums, rowanberries, etc.), low filling height
gentle fruit handling, even at
low conveying capacity (no cuttings)
efficient fruit cleaning due to installed
feeding/collector grate and calmed
depositing zone with inclined discharging bottom,
downstream fresh water nozzle in the
chain conveyor area
optionally with/without centrifugal crusher
gentle with pips, with quickchange screens for
optimum mash structuring in case of pome or drupe,
(direct charging into the crusher is also possible,
if required)
completely disigned in stainless steel, movable

Inclined haulage SA
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proven singel-belt press technology for
universal pressing application related to
the possible pressings and batch
quantities to be processed
instead of drudging yourself - only minimum
supervison and/or maximum saving of outside
labour cost
product-related charging height dosing,
soft pressure increase from straining to pressing
zone, mash guiding up to marc stripping
integrated belt tensioning device /
belt running control / belt cleaning
low-oxidation juice draining in
optimum outlet height
completely dsigned in stainless steel

Single-belt press EBP350
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Voran - Professional KNOW-HOW for
Professionals !


