
Nominal capacity (depending on kind of fruit
and operating conditions) ................................................up to 3000 kg/h
Yield ...................................................................................................up to 75 %
Belt width ...........................................................................................1200 mm
Belt lenght .........................................................................................9950 mm
Operative width .................................................................................900 mm
Charging height .....................0 - 65 mm variable in 5 dosing stages
Belt speed ..........................................0,5 - 3,5 m/min. infinitely variable
Contact time ...................................................................................11 - 2 min
Power connection:
Driving motor ..............................................................2,2 kW/400 V/50 Hz
Motor of washing plant .......................................0,37 kw/400 V/50 Hz
Water consumption ................................6 liters per operation minute
Weight .....................................................................................................2500 kg Technical modifications reserved!

incl. air compressor ECO-Handy
0,55 kW/240 V/50 Hz
at 15 bar maximum pressure and
a suction capacity of 100 l per minute

incl. high-pressure cleaner HD-1090
8,4 kW/400 V/50 Hz
Maximum pressure 230 bar
conveying capacity 300 to 960 l/h

technical data

Voran Maschinen KRANZL Ges.m.b.H.Nfg.KG, A-4632 Pichl/Wels
Phone (+43) 0 72 49/444-0, Fax (+43) 0 72 49/444-50, e-mail: office@voran.at, www.voran.at

Single-belt press
EBP 1200
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SBP LCSBP LC

SBP 820SBP 820

EBP 350EBP 350

EBP 500EBP 500

EBP 820EBP 820

Stainless steel design with stainless steel bearing housings

overall width 2100 mm
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seeondary pressing zone

driving roll

belt tensioning
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belt guide

deflection rolls

juice outlet trough

cleaning trough

operating/
control cabinet

marc ejection
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brushing roll13



Voran - Professional KNOW-HOW
for Professionals !

parts in contact with media and supporting
elements made of stainless steel,
fully enclosed roll bearings
product-related charging height dosing,
soft pressure increase from straining zone
to main pressing zone
pneumatically adjustable belt tension for
maximum pressure
fully automatic belt run control
infinitely adjustable belt speed regulation
low-oxidation juice draining,
optionally left or right
integrated fully automatic high-pressure
belt cleaning system with low water
consumption and highest efficiency

3 0 0 0  k g / h
Currants,
grapes,
cherries,
vegetable,
herbs,
etc.

apples,
pears,
kiwis,

etc.

delivered complete and ready to plugin, including
high-pressure cleaner and air compressor
compact desing

easy to move in
ground erection without foundation
can be interchanged with existing packing presses
can be combined with existing plant components

easy operation, good accessibility, quick cleaning
absolute safety and CE conformity

2
Universal advantages

universal pressing application related to
the possible pressing and batch quantities
to be processed
maximum saving of outside labour cost
and/or only minimum supervision instead
of drudging yourself
optimum price-performance ratio
long service-life, high stability of value,
low operating expenses
overall offer including delivery, start-up,
training and after-sales service

Economic advantages
3

Technical advantages
4

little space required
top juice quality (flavour/freshness of taste)
high yield - 75 % and mor
little cloudiness
fully automatic and continuous operation

General advantages
1

75 % of juice / minimum cloudiness

EBP 1200
Single-belt press


