
GP Fix

• Fast  – simple snap fit installation ensures a quick on the spot repair

• Easy – provides extra reach on the broken ends, reducing physical effort

• Secure – corrosion resistant zinc alloy and ceramic rollers for long lasting repairs

• Discreet – low, smooth profile and enclosed wires, reducing the risk of catching

• Practical – can be carried in a pocket and doesn’t require extra wire

• Compatible – ideal for use with Gripple Plus Medium or GP1 when        

re-tensioning wire at end posts

Gripple’s policy is one of continuous development and innovation. 
We therefore reserve the right to alter specifications, etc. without notice.
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SPECIFICATION

INSTALLATION

TIPS

FEATURES / BENEFITS
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GP Fix offers a simple, fast and safe solution for the quick repair of trellising wires. The innovative two-piece design 
pushes onto either end of a broken wire, providing extra grip and reach to reattach wires with an easy ‘snap’ fit.

1. 3.2.

• Use Gripple Plus release key for quick and easy 
release.

• Use a Gripple work belt to carry GP Fix and repair 
accidental wire cuts quickly.

• Use the flag key to release GP Fix if extra wire 
needs to be trimmed to make the repair tight

Product Wire Range Ultimate Load Rating

GP Fix
1.80 - 3.20 mm

400 kg
15 - 10 SWG


